
Key Features 

Aesthetics

• Compact, soft black finish

Performance 

•	Real-time interference sniffing, automatic channel  

	 allocation, and seamless channel switching

•	Highly resistant to Bluetooth, dual-band Wi-Fi,  

	 and microwave interference

•	Uncompressed audio streaming for superior sound

•	Short response time latency, less than 20 ms

•	Tri-band design operates in 2.4 GHz, 5.2 GHz, 

	 and 5.8 GHz

•	Output Power 12dBm (0.016 watts)

Installation 

•	Easy set up

•	App driven setup and room correction software

•	Options to connect using line level inputs, speaker  

	  level inputs, or Sonance built in wireless receiver  

	  (wireless transmitter sold separately)

Overview

Sonance cabinet subwoofers deliver outstanding 

low frequency performance in a range of form 

factors allowing for superb audio balance and bass 

in any room and application. Now featuring built 

in wireless receivers, Sonance cabinet subwoofers 

are more flexible than ever before. The Sonance 

Wireless Transmitter is the key to unlocking this 

flexibility and sending clean, resilient bass response 

to any corner of the room. 
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Model:

SKU:

Unit of Measure:

Enclosure Material: 

Power Output:

Inputs:

Shipping Weight:

Wireless Transmitter

93360

Each 

Plastic

12dBm (0.016 Watts) 

Line-level RCA

.55 lbs (.25kg) each

WIRELESS TRANSMITTER

Dimensions

Width:	

Height:

Depth:	

3 1/8” (79mm)	

1 1/4” (32mm)

2 1/4” (57mm)
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LIMITED TWO (2) YEAR WARRANTY 
Sonance warrants to the first end-user purchaser that this Sonance-brand product (“Product”), when purchased from an authorized Sonance Dealer/
Distributor, will be free from defective workmanship and materials for the period stated below. Sonance will, at its option and expense, either repair the 
defect or replace the Product with a new or remanufactured Product or a reasonable equivalent. Please visit our website and owner’s e-Manual for complete 
warranty and exclusion information.

Recommended Products

i8 Impact Subwoofer	 93356
(Each)

i10 Impact Subwoofer	 93357
(Each)

i12 Impact Subwoofer	 93358
(Each)

D8 Subwoofer BLK	 93359
(Each)

D8 Subwoofer WHT	 93374
(Each)


