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DatasheetOnboxx Slim
Universal

High-quality onwall and onceiling enclosure 
for custom install speakers.
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Installation Video 
https://b-system.com/onboxx

Description 
Acoustically optimized onwall and onceiling enclosure for 
all wall and ceiling types. Surface-mounted enclosure con-
sisting of high-quality MDF panels and internal insulation 
(acoustic nap foam). Ready to install and easy to mount with 
just two screws. The decoupling mat with cable routing is 
positioned at the back to reduce vibrations. The rounded 
Onboxx can be completed withy an elegant textile cover 
with an invisible magnetic holder (available as an accessory).

Features and benefits
•	Modular enclosure, available in five standard sizes
•	Universally suitable for all commercially available  
	 custom-install loudspeakers 
•	For supporting the sound of the custom-install  
	 loudspeaker 
•	Rubber plug attached to the rear for cable entries up  
	 to 21 mm in diameter 
•	Easy installation thanks to factory-fitted mounting  
	 plate

	 All Onboxx enclosures are suitable for  
	 mounting on ceilings as well as walls.

Scope of delivery (per piece) 
• 	1 Onboxx made of MDF white/black 
 • Mounting plate attached to the rear incl. screw set & 
	 screw plugs 
• 	Protective and transparent tape to reduce contrast  
	 between speaker and enclosure 
• 	1 × printed installation instruction
• 	Optional accessory:  
	 Magnetic textile cover (black or white) 

Type Onboxx Slim
SKU   1000605    1000645
SKU Cover   1000690    1000691
Dimensions 290 × 290 × 78 mm (L × W × H)
Installation depth max.  50 mm
Cut-out dimension X circular: max. 240 mm

square: 190 × 190 mm

Volume 2.50 l
Weight 2.20 kg
Pallet unit 60 pieces
Pallet dimension 120 × 80 × 160 cm (L × W × H)
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Datasheet

Description 
Acoustically optimized onwall and onceiling enclosure for 
all wall and ceiling types. Surface-mounted enclosure con-
sisting of high-quality MDF panels and internal insulation 
(acoustic nap foam). Ready to install and easy to mount with 
just two screws. The decoupling mat with cable routing is 
positioned at the back to reduce vibrations. The rounded 
Onboxx can be completed withy an elegant textile cover 
with an invisible magnetic holder (available as an accessory).

Features and benefits
•	Modular enclosure, available in five standard sizes
•	Universally suitable for all commercially available  
	 custom-install loudspeakers 
•	For supporting the sound of the custom-install  
	 loudspeaker 
•	Rubber plug attached to the rear for cable entries up  
	 to 21 mm in diameter 
•	Easy installation thanks to factory-fitted mounting  
	 plate

	 All Onboxx enclosures are suitable for  
	 mounting on ceilings as well as walls.

Scope of delivery (per piece) 
• 	1 Onboxx made of MDF white/black 
 • Mounting plate attached to the rear incl. screw set & 
	 screw plugs 
• 	Protective and transparent tape to reduce contrast  
	 between speaker and enclosure 
• 	1 × printed installation instruction
• 	Optional accessory:  
	 Magnetic textile cover (black or white) 

Type Onboxx XS
SKU   1000610    1000650
SKU Cover   1000690    1000691
Dimensions 290 × 290 × 118 mm (L × W × H)
Installation depth max.  90 mm
Cut-out dimension X circular: max. 240 mm

square: 190 × 190 mm

Volume 4.50 l
Weight 2.50 kg
Pallet unit 60 pieces
Pallet dimension 120 × 80 × 195 cm (L × W × H)

Onboxx XS
Universal

High-quality onwall and onceiling enclosure 
for custom install speakers.
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Installation Video 
https://b-system.com/onboxx
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DatasheetOnboxx S
Universal

High-quality onwall and onceiling enclosure 
for custom install speakers.

Description 
Acoustically optimized onwall and onceiling enclosure for 
all wall and ceiling types. Surface-mounted enclosure con-
sisting of high-quality MDF panels and internal insulation 
(acoustic nap foam). Ready to install and easy to mount with 
just two screws. The decoupling mat with cable routing is 
positioned at the back to reduce vibrations. The rounded 
Onboxx can be completed withy an elegant textile cover 
with an invisible magnetic holder (available as an accessory).

Features and benefits
•	Modular enclosure, available in five standard sizes
•	Universally suitable for all commercially available  
	 custom-install loudspeakers 
•	For supporting the sound of the custom-install  
	 loudspeaker 
•	Rubber plug attached to the rear for cable entries up  
	 to 21 mm in diameter 
•	Easy installation thanks to factory-fitted mounting  
	 plate

	 All Onboxx enclosures are suitable for  
	 mounting on ceilings as well as walls.

Scope of delivery (per piece) 
• 	1 Onboxx made of MDF white/black 
 • Mounting plate attached to the rear incl. screw set & 
	 screw plugs 
• 	Protective and transparent tape to reduce contrast  
	 between speaker and enclosure 
• 	1 × printed installation instruction
• 	Optional accessory:
	 Magnetic textile cover (black or white) 

Type Onboxx S
SKU   1000620    1000660
SKU Cover   1000690    1000691
Dimensions 290 × 290 × 168 mm (L × W × H)
Installation depth max.  140 mm
Cut-out dimension X circular: max. 240 mm

square: 190 × 190 mm

Volume 8.20 l
Weight 3.20 kg
Pallet unit 48 pieces

Pallet dimension 120 × 80 × 200 cm (L × W × H)
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Installation Video 
https://b-system.com/onboxx
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DatasheetOnboxx M
Universal

High-quality onwall and onceiling enclosure 
for custom install speakers.

Description 
Acoustically optimized onwall and onceiling enclosure for 
all wall and ceiling types. Surface-mounted enclosure con-
sisting of high-quality MDF panels and internal insulation 
(acoustic nap foam). Ready to install and easy to mount with 
just two screws. The decoupling mat with cable routing is 
positioned at the back to reduce vibrations. The rounded 
Onboxx can be completed withy an elegant textile cover 
with an invisible magnetic holder (available as an accessory).

Features and benefits
•	Modular enclosure, available in five standard sizes
•	Universally suitable for all commercially available  
	 custom-install loudspeakers 
•	For supporting the sound of the custom-install  
	 loudspeaker 
•	Rubber plug attached to the rear for cable entries up  
	 to 21 mm in diameter 
•	Easy installation thanks to factory-fitted mounting  
	 plate

	 All Onboxx enclosures are suitable for  
	 mounting on ceilings as well as walls.

Scope of delivery (per piece) 
• 	1 Onboxx made of MDF white/black 
 • Mounting plate attached to the rear incl. screw set & 
	 screw plugs 
• 	Protective and transparent tape to reduce contrast  
	 between speaker and enclosure 
• 	1 × printed installation instruction
• 	Optional accessory:
	 Magnetic textile cover (black or white) 

Type Onboxx M
SKU   1000630    1000670
SKU Cover   1000692    1000693
Dimensions 390 × 390 × 168 mm (L × W × H)
Installation depth max.  140 mm
Cut-out dimension X circular: max. 330 mm

square: 280 × 280 mm

Volume 14.20 l
Weight 4.40 kg
Pallet unit 48 pieces
Pallet dimension 120 × 80 × 200 cm (L × W × H)
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Installation Video 
https://b-system.com/onboxx
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Description 
Acoustically optimized onwall and onceiling enclosure for 
all wall and ceiling types. Surface-mounted enclosure con-
sisting of high-quality MDF panels and internal insulation 
(acoustic nap foam). Ready to install and easy to mount with 
just two screws. The decoupling mat with cable routing is 
positioned at the back to reduce vibrations. The rounded 
Onboxx can be completed withy an elegant textile cover 
with an invisible magnetic holder (available as an accessory).

Features and benefits
•	Modular enclosure, available in five standard sizes
•	Universally suitable for all commercially available  
	 custom-install loudspeakers 
•	For supporting the sound of the custom-install  
	 loudspeaker 
•	Rubber plug attached to the rear for cable entries up  
	 to 21 mm in diameter 
•	Easy installation thanks to factory-fitted mounting  
	 plate

	 All Onboxx enclosures are suitable for  
	 mounting on ceilings as well as walls.

Scope of delivery (per piece) 
• 	1 Onboxx made of MDF white/black 
 • Mounting plate attached to the rear incl. screw set & 
	 screw plugs  
• 	Protective and transparent tape to reduce contrast  
	 between speaker and enclosure 
• 	1 × printed installation instruction
• 	Optional accessory:
	 Magnetic textile cover(black or white)
 
Type Onboxx L
SKU   1000640    1000680
SKU Cover   1000692    1000693
Dimensions 390 × 390 × 218 mm (L × W × H)
Installation depth max.  190 mm 
Cut-out dimension X circular: max. 330 mm

square: 280 × 280 mm

Volume 20.40 l
Weight 5.60 kg
Pallet unit 36 pieces
Pallet dimension 120 × 80 × 185 cm (L × W × H)
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Onboxx L
Universal

High-quality onwall and onceiling enclosure 
for custom install speakers.

Installation Video 
https://b-system.com/onboxx
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